
TYPICAL SINGLE FAMILY LDT EROSION CONTROL PLAN 

THIS IS A TYPICAL LAYOUT □F B.M.P,'S, THAT ARE TD BE UTILIZED □N 

SINGLE FAMILY HOME CONSTRUCTION, ADDITIONAL B.M.P.'S MAY BE RE

QUIRED TD MEET STATE AND LOCAL REQUIREMENTS. 

ANY SEDIMENT DEPOSITED □FFSITE DR IN THE STREET SHOULD BE RE

MOVED v/ITHIN 24 HOURS, 

ROCK ENTRANCE, INLET PROTECTION AND PERIMETER CONTROL SHOULD 

BE INSTALLED PRIOR TD DISTURBING ANY SOIL, 

I �S□IL STOCKPILE 

---s 

PERIMETER 
C□NTR□L

� 

N□TE1
PERIMETER CONTROL SUCH AS 
SILT FENCE DR WATTLE 
ONLY REQUIRED WHERE RUNOFF 
TRAVELS □FF SITE 

ROCK CONSTRUCTION ENTRANCE, 

w 
z 

...J 

I- (I) 
□ 
...J .. 

(50,00 FEET LENGTH MINIMUM), ------t-----..,_ 

(I) 

INLET PROTECTION 

\ 

HOUSE 

w 
z 

...J 

I
□ 
...J 

BOULEVARD 

REQUIRED ---
-:._ 

.. ...__-_jp:-:1j� ____ .. _______ C_U_R _B _L_IN_ E ______ .. _________ 

STREET 

TEMPORARY, DR PERMANENT COVER SHOULD BE ESTA B
LISHED WITHIN THE FOLLOWING TIME LIMITS, 

SLOPES STEEPER THAN 311 <WITHIN 3 DAYS), 
SLOPES FROM 311 TD 1011 (WITHIN 14 DAYS), 
SLOPES LESS THAN 1011 <WITHIN 21 DAYS), 
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Perimeter Control 

Perimeter control is required on all downstream areas on the site where 
runoff could leave the site. Items that can be used for perimeter control 
include silt fence, wattle (bio‐rolls), seeded top soil berm, or straw bales. 

Silt  Fence  is  the most  common  type  of  perimeter  control  used.  To  be 
effective the silt fence must be  installed properly. To  install correctly, the 
bottom  of  the  fence  must  be  installed  in  a  6  inch  deep  trench  and 
anchored with soil as shown in the detail. 

Wattles,  also  known  as  biorolls  or  sediment  logs,  are made  of  straw  or 
wood fiber bound by a net to form a shape of a tube. They are typically 6 
to 12 inches in diameter are usually 8 to 10 feet long. 

Straw bales work as excellent perimeter control to prevent sediment from 
running into wetlands or low areas. 

Inlet Protection 

City of Howard Lake
625 8th Avenue 

Howard Lake MN 55349
320/543-3670 |cityofhowardlake@howard-lake.mn.us

Questions/Report Concerns 

Inlet protection  is  required on all storm sewer  inlets  located downstream of 
the  construction  site  where  runoff  from  the  site  may  enter.  The  inlet 
protection must be installed prior to disturbing the ground, and only removed 
when vegetation on the lot is established. 




